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The burning  rates  of  single  drops of 15 hydrocarbon  and  nonhydrocarbon 
fue ls  were determined in   qulescent  air a t  room temperature and pressure. 
These  drop burning rates were caarpared with the rates predicted by a 
theoretical   analysis  based on the rate of mass t r ans fe r  from 8 sphere in 
an   in f in i te   s tagnant  atmosphere. The experimental results also were com- 
pared with the combustion e f f ic ienc ies  of a fu l l - sca le ,   s ing le   tubular  
combustor operating with the same hydrocarbon  and  nonhydrocarbon f u e l s ,  
as determlned i n  a previoua  investigation. 

c The drop burntug rates were p r q o r t i o n a l   t o  the drop  diameter. Drop 
burning rates of the 15 f u e l s  varled from 0.0086 t o  0.0141 centimeter 
squared  per  second f o r  methanol  and butylsilane,   respectively.  The experi- 

those  predicted by the theoret ical   analysis ;  however, the absolute values 
d i f fe red   s ign i f icant ly  . The var ia t ion  in drop burning rates of  the f u e l s  
considered did not corre la te  with the changes i n  conibustion eff ic iency 
of a turbojet  combustor. 

- mentally  determined drop burning rates were in  order ly   aseement   with 

Research is being  conducted at the NACA Lewis laboratory t o  develop 
design  procedures for  iuproving the ccmbustion eff ic iency of the turbojet  
combustor a t  high-altltude operating  conditions.  Investigations  have 
indicated that the combustion eff ic iency of  turbojet  combustors m y  be 
controlled  or limited by react ion-rate   factors .  The r e s u l t s  of an analysis 
presented  in   reference 1 shared that, i n  one combuetor, second-order 
chemical  kinetics  controlled  the combustion eff ic iency at very l o w  pres- 
s u r e ,  and a flame-spreading mechanism control led  eff ic iency at high  pres- 
sures. In  another  study (ref. 21, combustion eff ic iency was r e l a t e d   t o  

scale ,   s ingle   turbojet  couibustor.  Studies  (refs. 2 and 3) also have shown 
tha t  combustion eff ic iency naay be influenced  by the phys ica l   s ta te  of the 

l i qu id  hydrocarbon  and  nonhydrocarbon f u e l s  were correlated w i t h  a function 
of the l a t e n t  heat of vaporization  and flame speed. 

. the fundamental  burning  velocity of a n u d e r  of  p u r e  f u e l s   i n  a f u l l -  

c in3ected  fuel.  I n  reference 4, combustion e f f ic ienc ies  of a variety of 
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The s tud ie s  regorted  herein were undertaken to  provide  drop-burning- 
rate data that could be used to   invest igate   possible   correlat ions wtth - 
the  combustion eff ic iency data of reference 4 .  Drop burning rates of  some 
of the fuele   invest igated  in   reference 4 previously had been  determined 
in reference 5. However ,  s ince a self-consis tent  set of f u e l  data w a 8  
desirable   in   order  to assure  uniformity  of the r e su l t s ,  drop-burning data 
were obtained  in  this study f o r  most of the f u e l s  that had been  investi- 
gated in reference 4. 

Single drops of f u e l  were suspended from a f ine  quartz   f i lament  i n  
quiescent air. The drop was then  ignited and was photographed wfth a 
movie  camera. A platinum wire having a k n m  diameter was posFtioned i n  
the plane of the filament and was photograshed st the beginning of each 
series of  new runs, in   o rder  t o  convert image distances on the photographs 
to  absolute  values  of drop diameter. 

The data are compared w i t h  drop  burning data presented  in   reference 
5 and with theore t ica l  drop burning data determined from equations de- 
veloped in   re fe rence  6 .  In  addition, the relative drop burning rates are 
compared with the r e l a t i v e  performance  characterfstics  of the f u e l s   i n  a 
turbojet  combustor (ref. 4 ) .  

FUELS 

Physical  properties of the f u e l s  tested, including the references .. 
from which these properties were obtained, axe p resen ted   i n  table I. The 
fue ls   se lec ted  were as follows: 

Hydrocarbons 

Isooctane 
( 2 , 2 , 4 - T r i ~ ~ t h y l  
pentane) 

2,2-Dimethyl 
butane 

2 -Pentene 
Isopentane 
Benzene 
- n-Hep tane 
Zyclohexane 
Methyl cyclohexane 

Oxygenated 
hydrocarbons 

Nonhydrocarbons 

Methanol Carbon disulf ide 

Propylene  Acrylonitrile 
oxide 

Diethyl ether Butylsilane 
Acetone 

APPARATUS AND PROCEDURE 

The apparatus used t o  determine the burning rate of the f u e l  drop8 

( f ig .  1) w a s  the same as that used in   re fe rence  7.  Fuel drops  
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approximately 1800 microns i n  diameter were supended from a quartz f i la-  
ment having a bulb diameter of  approximately 700 microns. The filament 
and the  igni t ion  source were  mounted in a charfiber with ins ide  dimensions 
of 12 by 18 inches.   Ignit ion of the drop was accomplished by pivot ing 
pas t   the  drop a small propane flame burning at the end  of a hypodermic 
needle. The burning d r o p s ,  suspended on the filament, were photographed 
i n   s u h o u e t t e  with a 16-millimeter camera driven by a synchronous  motor 
that provided a constant  speed  of 24 f r ame   pe r  second. A %inch  focal  
length, f/4.5 lens was  mounted between the burning drop and the camera, 

1 

approximately 6$ inches from the drop. The luminosity of  the flame sur- 
rounding the drop was ob l i t e r a t ed  by the  s t rong background il lumination 
provided by a focusing  spot l ight  mounted behind a ground-glass  plate. 

In  recording  the sizes of the burning drop, the average of  two per- 
pendicular diameters incl ined 45O from the v e r t i c a l  and  horizontal axes 
of the drop w&8 taken t o  courgensate f o r  the e l l i p t i c a l  deformation o f  
the  drop  suspended on the quartz  f i lament  (f ig.  2). This resul t ing  value 
w a s  tsken 88 the  diameter of  an  equivalent  spherical  drap. A t o t a l   o f  
approximately 8900 frames of f i l m w a s  examined, w i t h  an  average of 55 
frames f o r  each individual  drop. Every third image w a ~  measured. A 
platinum  wire having a diameter of 929 microns was photographed i n  the 
fi lament  plane  intermittently  during each series of runs  in  order t o  con- 
ver t  image distances on the film t o  h o r n  dis tances .   In  some instances, 
attempts  to  suspend the drops resulted i n  broken  filaments;  consequently, 
t he   i n s t a l l a t ion  of new filaments w a s  necessary. The bulb  s ize  of  each 
filament w a s  measured; these measured  values are shown i n  table 11. In 
order t o  determine the consistency of  the t e s t   r e su l t s ,   i sooc tane  w a s  
investigated w-ith each  filament. 

The rate of  change of drap diameter w i t h  time is expressed  in ref- 
erence 6 by 

where is the drop dkmeter at time t t o ,  and X is a constant 
ca l led  the evaporatfon  constant  in  reference 6 and herein referred t o  as 
the drop  burning rate. 

In   f igure  3, representat ive p l o t s  of the square of  drop diameter 
against  time are presented f o r  four fuel drops burning  in  quiescent a i r .  
The change i n  drop  diameter  due to  evaporation a t  low tezqperature is very 
small pr io r   t o   i gn i t i on ,  as indicated by the horizontal   por t ion of the 
curve i n  figure 3(a). Following  ignition, however, the change i n  drop 

observed in   references 5 and 7. The point   of   intersect ion between the 

. 
- diameter  increases  rapidly,  and the data fo l low ' the   s t r a igh t - l i ne   r e l a t ion  
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hor izontal  and the sloping  portion of the curve  thus  represente  the 
igni t ion  point .  The slope of the curve  following  ignition wae considered 
t o   b e  the drop burning rate. The bes t   e t ra ight   l ine   th rough a l l  the data 
WBS obtained by using the least-mean-square method. 

- 

The experimentally  determined drop burning rates for each of t h e  15 
f u e l s  investigated are presented i n   t a b l e  11. Averaged drap burning rates 
for each fuel are also shown i n  the table. Four series of  runs were made 
with Fsooctane, with an average of  approximately nLne rune  per series. 
The reproducibi l i ty  of  the test data was  determined  by  theee  duplicate 
Fsooctane t ea t s ,  which showed an average  variation  of $5 percent.  The 
maximum variat ion of any individual  experimental  value from the over-all  
average drqp burning rate value was 9 percent. The data (table 11) in- 
d ica te  that  the variat ion of drop burning rate within  each  series was, 
i n  m a t  cases, approximately =t3 percent .   In  the case of  butylailane,  
however, the observed  average  variation w a s  approximately kl2 percent; 
the maximum variat ion from the average  drop  burning rate was approximately 
2 1  percent, which is  high. During t e s t e  wLth t h b  fue l ,  a white residue 
( r e f .  4) deposited on the filament during the combustioa  process. The 
f o w t i o n  of thb residue w a s  e r r a t i c  and  varied with time; consequently, 
the e f f ec t ive   s t ze  of the fi-lament va r i ed  during a given tes t .  In 
addition,  examination of photographs showed that the drops became ais- 
t o r t a d  wtth time, which could  have  affected the burning rate. 

I 

I n  view of the several   f i lament  sizes  used  ( indfcated  in table 11) 
and the v a r i a t i o n   i n  the measured drop burning rates of the check f u e l  
(isooctane)  during the testing  period,  'normalized drop burning rates 
based on the isooctane data were calculated. !This normalized drop burning 
rate was obtained  by  multiplying the average drop burning rate of each 
t e a t  fuel by the r a t i o  of the over-all  average drop burning rate of ieo- 
octane  to  the average drop burning rate for isooctane i n  the same aer ies  
as the  test fue l .  The normalized  burning rate values are included i n  
t ab le  11. 

. .  

The maximum value of  drop burning rate W ~ S  obtained with butyls i lane 
(0.0141 c$/sec). The  minimum value of drop burning rate WBB obtained with 
methanol (0.0086 cm?/sec) . The variat ions  in   average drop burning rate 
among the fue ls   t es ted  were r e l a t i v e l y  small. The difference  in  burning 
rate obtained with butyls i lane and wTth methanol w a s  0.0055 centimeter 
squared  per  second, wZlile the maximum difference  in  drop burnfng rate f o r  
the  remaining fuels was only 0.0022 centimeter  squared  per  second. 1 

A r e l a t i o n  between  vapor heat content a t  the drop surface and  burning 
rate of f u e l  &ope is  presented t n  reference 5. TIE. aesurqption was made - 



NACA RM E7FU 5 

that, during cornbustion, a flame front is formed at a distance removed 
from the drop surface, and the material of the drop is  evaporated off 
and t h u s  feeds  the flame f ront .  Consequently, factors   contr ibut ing t o  
the rate of   reduct ion  in   s ize  of the drop are the rate of heat transfer 
to the drop and the enthalgy change required t o  change the drop t o  a 
vapor at its boi l ing   po in t .  I n  f igure 4, normalized drop burning rate is 
plot ted  against  vapor heat content of the fue l s  at the normal boi l ing 
point; the curve  obtained i n  reference 5 and the data used t o  es tab l i sh  
it a re  reproduced; and a curve i e  drawn through  the hydrocarbon data ob- 
ta ined   in   th i s   inves t iga t ion .  The i n i t i a l   r e f e r e n c e  temperatures for the 
data of reference 5 and the d a t a  of this invest igat ion were 680 and 77O F, 
respectively.  The resu l t s   p resented   in  figure 4 suggest that there  is 
an  orderly  relatLon between the drqp burning  rate and the  -$or heat con- 
t e n t   f o r  the hydrocarbon fue ls .  The extreme divergence of  the oxygenated 
conqeounds indicates  that the burning mechanism m i g h t  have been  af'fected 
by the  presence of the oxygen  atom In these  fuels .  

A theoret ical   t reatment  of the evaporation of  small d r o p s  of l i q u i d  
fuels  during  burning fs presented  in   reference 6. Stagnant films are 
considere2 t o  separate the reac t ion  zone from the drop and the surrouniiing 
atmosphere.  Equations are developed f o r  heat and mass t r anspor t   i n   t he  
appropriate f i lm. The equation  for  the cornbustion  of a f u e l  drop, 
assuming that forced and natural. convectton me unimportant, is expressed 
by 

8k/cp ln (1 + €3) 
?b= 

Pf  

where 

x drop  burning rate 

k thermal conductivity of gases (a68umed va lue   for   a i r )  

p spec i f ic  he& 

pf drop density 

and 

mOg oxygen w e i g h t  
surf ace 

at constant  pressure of  gases (assumed value for air) 

mOgH/r .t c(Tg - Ts) 
Q E =  

concentrat ion  in  gas stream far removed from the drop 

E heat of conbzstion of fuel 
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r stoichiometric  oxygen-to-fuel  ratio 

C spec i f i c  heat at constant  pressure 

Tg temperature i n  gas stream far removed from surface 

T, drop  surface temperature 

Q heat reaching f u e l  surface from gas per pound of  f u e l  vaporized 

The preceding  equation was used t o  estimate drop burn ing   ra tes   for  
the   fue ls   o f  this investigation.  Since the telnperature i n  the gases 
surrounding the drop var i ed  between  approximately  ambient  and 4O0O0 R, 
and  since the composition  of these gases is complex, thermal conductivity 
and the spec i f i c  heat r a t i o  k/c were arb i t ra r i ly   eva lua ted   for  air a t  
two chosen temperatuxes of  1620° and 70O0 R. In table III, the calculated 
burning rates f o r  each of  the assumed teqeratures are l i s t e d   f o r  each 
fuel .   Included  in  the table are the normalized  average  burning rates f u r  
the f u e l s ,  determined  experimentally fn  t h i s  investigation, and the average 
burning rates f o r  some of the f u e l s  a8 reported i n  reference 5. The 
calculated  burning rates are compared wtth the experimental  values i n  
f igu re  5. A match l i n e  for the data is s h m  i n  the f igure;   in   addi t ion,  
experimental  and  theoretical  drop  burning data presented i n  reference 6 
are inc luded   in   f igure  5(a). The calculated data for the hydrocarbon 
fuels (open symbols, f i g .  5) indicated  reasonable agreement in   t rends with 
the experimental data at bo th   a rb i t r a r i l y  chosen temperatures. Most af 
the oxygenated  and subst i tuted hydrocarbon f u e l s  ( s o l i d  symbols, f i g .  5) 
deviated  conslderably from the resul ts   obtained wFth the hydrocarbon fuels. 
Tlze drq-burning-rate values calculated with the arbi t rary  chofce of t he  
t h e r m  conductivity and the s p e c i f i c  heat rat io   previously mentioned 
were not in  complete  agreement with the experimental drop burning rates 
obtalned  in  this investigation; however, the  absolute  values  of  calculated 
drop burning rate necessarily are very  dependent- on the arbitrw choice 
of a temperature and composition for evaluating the thermal conductivity 
and the   spec i f i c  heat ratio (eq. (1)). 

I n  reference 4, the performance of a J33 single  combustor operating 
with the same fuels used i n  t h i s  investigation was determined  over a range 
of   inlet-ai r   condi t ions.  Combustion eff ic iencies   obtained at one of  thoee 
test conditfons are plot ted against  measured drop burning rates i n  figure 
6. Ro apparent   re la t ion   ex is t s  between combustor  performance  and drop 
burning rate; s i m i l w  results occurred  for combustor data obtained at 
other  operating  conditions.  In  reference 7, combustion eff ic iencies   pre-  
dicted by a parameter  incorporating  drop-burning-rate data likewise were 
no t   i n  agreement w i t h  results obtained  in  a turbojet  combustor. Of course, 1 

even if a r e l a t i o n  between  combustor eff ic tency and drq burning rate d id  
exist at the particular  conditions-  fnvesttgated,  such a r e l a t i o n  would 
have  been very d i f f i c u l t  to   es tab l i sh   because  of  the small differences  in  I 

observed drop burning rate among the f u e l s .  Variat ions  in  flame speed 
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among the f u e l s ,  however, were considerably  larger,  and it is  noted that 
codus t ion   e f f ic iency  data of  reference 7 and of  reference 4 were sat- 
i s f ac to r i ly   co r re l a t ed  with a flame-speed  parameter. Also, €t should  be 
noted that conditions prevailing during the c-ustion  process i n  a 
turbojet  combustor vary  considerably  from  those under  which the drop- 
burning-rate values  were determined.  For  exaqple, the  lower pressure  and 
the  higher temperature i n  the c d u s t i o n  test influence  the amount  of 
rad ian t   hea t   t ransfer   to   ind iv idua l   par t ic les  of the f u e l  spray,  the com- 
plex airflow pa t t e rn   a f f ec t s  the convective heat t r a n s f e r   i n  the chamber, 
and the in te rac t ion  of the var ious  s izes   and  dis t r ibut ion of drop could 
influence the buzning rate of  the   ind iv idua l   par t ic les  and thus  the e n t i r e  
f u e l  s p a y .  Consequently, addi t ional   detai led  research on the effec ts  of 
the aforementioned  processes  on  individual drop burning rates is requfred 
before the complex mechanism associated with combustion can be f u l l y  
analyzed. 

The results  obtained  from  an invest-igatton of the burnt- rates of 
s ing le  drops of 15 hydrocarbon  and  nonhydrocarbon l iqu id   fue l s  in quiescent 
a b  a t  room temperatures  and  pressures and from the  cougarison of  these 
data w i t h  turbojet-co&ustor data of  a previous  investigation were as 
follows : 

1. Drop burning rates were proportional to drop diameter. 

2. The variat ions i n  drop burning rates among the fuels   predicted by 
8 theoretical   analysis  incorporating  heat-   and mass-transfer consFderations 
were in   genera l  agreement w i t h  the experimental  values  obtained. However, 
the absolute  values of drop burning rates determined expe rben ta l ly  were 
not i n  complete  agreement w i t h  the   theore t ica l   ana lys i s .  The highest drop- 
burning-rate value (0.0141 cmz/sec) was obtained with butyls i lsne.  The 
lowest  drop  burning r a t e  value (0.0066 cmz/sec) was obtained w i t h  methanol. 

3. Combustion eff ic iency data obtained i n  a t u b u l a r  combustor were 
not  correlated by drop burning rate. 

Lewis Flight  Propulsion  Laboratory 
National  Advisory Committee for  Aeronautics 

Cleveland, Ohio, June 11, 1957 
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Isooctane 
(2,2,4-Trimethyl 
pentane) 

Bopentane 
2,2-Dimethyl 

butane 
2-Pentene 
Methanol 
Propylene  oxide 
Die thyl   e ther  
Carbon d i su l f  ide 
Acetone 
Acry lon i t r i l e  
Buty ls i lane  
Cyclohexane 
Methyl cyclohexane 

Benzene 
- n-Heptane 

%nsi ty  at 68O F. 
?Ref. 8. 
bRef.  9. 
CRef. LO. 

%.6 &42.9 
%2 .I 37 

a121.5 a40.23 
9 8 . 2  a40.35 

e94.1 %4.12 
f115.0 h78.40 
el33 .o e49.15 
*171.0 f49.9? 
m133.6 m42.39' 

aZ13.7 4 7 . 7 6  
2 a42.42 

"176.2 a54.54 

%77.3 %a. 31 

. " 
hat of va- 
mrizat lotr  
L t  normal 
,oiling 
mint ,  

Btu/lb 

a m . ?  
a145.  7 

931.2 
.O 

e474.0 
c234.0 
*El. 0 

k224.1 

m147.1 
953.7 
%38.9 
a135 .o 
a169. 3 

%48 .O 

2264.6 

Tapor heat Lower 
:ontent at heat of 
lormal boil- cooibus- 
L n g  poin t ,   t lon ,  

Btu/ lb  Btu/lb 

192 %,E5 
143 %9,303 

157 
166 
499 
244 
161 
159 
261 

187 
204 
206 
217 
214 

2349 

% 9 , m  
a19, 040 
g8,580 

g12,994 
g14,550 
gS,83Q 

213,740 

&18,676 
a18,642 
a19, 157 
a17, 259 

g12,241 

k i m u m  ,urnlug 
relocity 
cm/sec 

b34.6 
b36 .6 

b35. 7 
$3.9 
dSl.1 

k . 1  
J67.2 

d52.5 
=42.3 
j47.0 

b37.5 
b38 .6 
b40. 7 

E 

&Data from Appl. Phys . TAk . of the  Johns Hopkin8 Univ. under cont rac t   wi th  Bur. Ora., 

eRef. 11. 
f R e f .  12. 
kef. 13. 
hData from Experiment,  Inc., Richmond (Va .) under cont rac t   to   Bur .  Aero. U.S. Navy. 
i ikterpolated  values  from ava i l ab le  data. 
k a l c d a t d  data. 
kRef. 14. 
'IData compiled by MOWantO Chemical m. 
%ef . 15. 

U.S. Wavy, cor rec ted  by a factor from ref. 9 .  
. .  

. . . . . . . - - . .  . - " 
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TABU 11. - VALUES OF DROP BURNING RATES FOR 15 

HYDROCARBON AND NOWBYDROCARBOH FDELS 

Series  Fuel Run 

- 
1 
2 
3 
4 
5 
6 
7 
8 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
ll 

-. 

L 

- 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
ILL 
12 - 

Burning rate, 
cm2/s e c 

Average burning 
rate, 

c d / s e c  

Filament 1 (bulb diameter, 552.3 microns) 

Isooctane 

2,2-Dimethyl 
butane 

0.009163 
.0096 36 
.009742 
.009750 
.OO9668 
.009792 
.009115 
.009702 

0.01069 
.01054 
.0105 8 
,01098 
.01096 . OU17 
.01093 
.01076 
.01095 
.OlO94 
.01074 

0.009571 

0.01084 

Filament 2 (bulb diameter, 760.1 microns) 

Isooctane 0 . O l O S l  
.01068 
.009813 
. O l O L 8  
.009954 
.01023 
.OO9270 
.009947 
.OL022 . OLOO7 
.009787 
.(x39969 

0.01006 

Normalized 
burning r a t e  

crQ2/sec 

0.01004 

0.01137 

0.01004 
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Ser ies  

D 

TABLE 11. - Continued. VALUES O F  DROP BURNING RATES FOR 15 

HYDROCARBom AND NONBYDROCAREON FUELS 

Fuel I Burning r-ate, I Average burninglNormalized 

- 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
I1 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 

1 
2 
3 
4 
5 
6 
7 

- 

- 

- 

Filament 2 (bulb diameter, 760.1 m-lcrons) 

2-Pentene 

Methanol 

Isopentane 

0.01195 
.01122 . OU08 
.01118 
.01091 
. O U 6  . O U O 4  
.01085 
.01050 
.01090 
.01122 

0.008604 
.OW680 
.008667 
.008241 
.008474 
.Om75 3 
.008556 
.008707 
.OW641 
.ON683 
.OW667 
.008548 

0 .OU02 . O U 9  3 
.01102 
. o m 2  
.0109 2 . O U 1 4  
.01l58 

0.01126 

0.00861 

0.01123 

0.01124 

0.00859 

0.01121 
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Series Run I Fuel Burning rate, Normalized Average burning 

cm2/sec crnzlsec 
cm2/sec burning rate rate, 

G 

H 

I 

J 

- 
1 
2 
3 
4 
5 
6 
7 

1 
2 
3 
4 
5 
6 
7 
8 
9 

1 
2 
3 
4 
5 
6 
7 
8 
9 

- 

- 

- 

Filament 2 (bulb diameter, 760.1 microns) 

Propylene 0xid.e 

Diethyl ether 

A c e - k n e  

0.01095 
.on09 
-01072 . O U 6  . O U 4  
.01076 
. O l O 9 8  

0.01054 
.Om03 
.01094 
.01077 
.01096 
.on04 
.01089 
,01099 
.01047 

0 .OX049 
.01098 
.01073 
.01029 
.01046 
.Om65 
.01055 
.OXO44 
.0105 2 

0.01099 

0.01085 

0 .0105 7 

O.OLO97 

O.Ol.083 

0.01055 

Filament 3 (bulb diameter, 602.5 microns) 

I 

3 
.01023 2 

Isooctane 

.009946 8 

.0099 31 7 

.01026 6 

.009910 5 

.009840 4 

.01025 

- 0,009936 0.01004 O.OlOO4 
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Series 

K 

L 

M 

N 

TABLE 11. - Continued. VALUES O F  DROP BURNING RATES FOR 15 

KYIXiOCARBON AND MONKYDROCARBON FUELS 

Run Fuel Burning rate, 
cm 2 /see 

Average burning 
burning rate,  rate, 
Normalized 

.,2/,,, cm2/sec 
I I 1 1 

- 
1 
2 
3 
4 
5 
6 
7 
8 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

- 

- 
1 
2 
3 
4 
5 
6 
7 
8 
9 

1 
2 
3 
4 
5 

- 

- 

Filament 3 (bulb diameter, 602.5 microns) 

Benzene 

L n-Heptane 

Cyclohexane 

Methyl cyclohexane 

0.009300 
.009l62 
.009379 
.009460 
.009629 
.009631 
.009847 
,009680 

.009705 

.009606 

.009465 

.009ll4 

.009324 

.009522 - 

.009416 

.009333 

.009608 

.009779 

.009 172 

.009361 

.009143 

.009382 

.009376 

.009168 

.008890 . 

.008962 

.OO85 33 

.009 18 2 

.009 340 

.009120 

.009127 

.Om734 

0.009511 0.009511 

0.009487 0.009487 

0.009112 0 .OO9112 

0.009101 0.009101 

I 
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8 

I Burning r a t e ,  1 Average burning1 Normalized 
cmz/sec 

Q 

R 

- 
1 
2 
3 
4 
5 
6 
7 
8 
9 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

- 

rate, 
cm2/sec 

Filament 4 (buLb diameter, EL2.9 microns) 

Isooctane 

Carbon disulfide 

0.010~ 
.01042 
.OL050 
.01064 
.01075 
.010l8 
.OL051 
.OLO66 
.01023 

O.Ol.046 
.009551 
.009845 
.009636 
.009724 
.009UK 
.01035 
.009626 
.0104l. 
.009660 

O.OlO8$ 
.Ol041 
.01068 
. O l O 5  3 
.0u02 
.01OLL 
.01016 
.01067 . OUO9 

0.01607 
.01510 
.01499 
.OX556 
.01365 
,01251 

0 .oxo45 

0 .oO9876 

0.01061 

0.01465 

0.01oO4 

0.00948 

0.01019 

0.01408 
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TABU III. - COMPARISON OF DROP BLIRmTNG; DATA 

Fuel 

Isooctane 
(2,2,4-Trimethyl 
pentane) 

Isopentane 
2,Z-Dimethyl 

butane 
2-Pentene 
Me t hano 1 
Propylene  oxide 
Diethyl  ether 
Carbon d isu l f ide  
Acetone 
Acryloni t r i le  
Butyls i lane 
Cyclohexane 
Methyl cyclohexane 

h o p  burning 
rate from 
ref. 6, 

cm2/6ec 

0.0095 

- 
I 
I 
I 

” 

n-Heptane 
.0097 Eenzene 
.m97 

Xormalized 
Cirirop burti lng 
ra te ,  

cm2/sec 

0.01004 
.on21 

.01137 

.01124 

.00859 

.0109 7 

.01083 

.009 48 

.01055 

.01019 

.01408 

.00911 

.00910 

.009 49 

.(X951 

Theoretical 
boy burning 
-ate, 

cm2/sec 
( 4  

O.OL400 
.01760 

.01639 

.01612 

.OO789 

. on01  

.01498 

.007813 

.01081 

.009 619 

.01354 

.01216 

.01219 
,01342 
.01068 

Cheore t i c a l  
b o p  burning 
:ate, 

cm2/6ec 
(b 1 

0.007588 
.00954 

.OO87 78 

.OO878 

.00434 

.005962 

.008114 

.OO4232 

.005855 

.005213 

.007336 

.OO6589 

.006607 

.(IO7275 

.(XI5790 

%sing k/c v a l i d  fo r  air at 1620’ R, and  assuming  midstream condition. 
%sing k/c valid f o r  air  at 700° R, and assuming near-surface condition. 
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2.8 

2.0 

g 1.2 

2 

a - 4  

m 

(u 
4 

2 
ae 

(c) Benzene. (d) Butylsilane. 

Figure 3. - TLme variatfon in diameter of burning drop for  four hydro- 
carbon and norhydrocarbon fuele. 
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Figure 4 .  - Comparison of normalized  drop  burning  rate wi th  vapor heat   content  
a t  normal boi l ing  pofnt of drop. 

. 
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Isooctane 1 
Isopentane A 
2,2-Dimethyl butane 0 
2-Pentene d 
Methanol b 
Propylene  oxide V 
Methyl  ether h 
Carbon d isu l f ide  

t I I i 
k e t o n e  
Butyllsilane 
Acryloni t r i le  
Cyclohexane 
Methyl cyclohexane 
n-Heptane 
Senzene 

4 

Figure 6. - Variation of  combustion e f f ic iency   in  a tur- 
boje t  combustor with drop burning rate f o r  15 hydrocarbon 
and  nonhydrocarbon fuels. Conibuator operating  conditions 
(ref. 4 )  : heat input, 250 Btu per pound; i n l e t  air tem- 
perature and pressure, 40° F and 14.3 inches mercury 
absolute,   respectively.  

WACA - Langley Fleld. VI. 




